
www.sorbwebplus.com

When Keeping Your Oil Spill

In the Confines of Your Property is all You Need

We Have the Solution
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OIL Blocker

The Secondary Oil Containment Specialists
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The Secondary Oil Containment Specialists

Oil Blocker – A SorbWeb   Plus product

Can be installed around a substation fence or around individual pieces
of oil filled equipment.

Is a mitigation system which will assist to minimize the damage caused
by escaping oil.

Offers the customer some measure of SPCC preparedness before the
November 2011 legislation deadline.

Oil blockers can be used with an impermeable liner covered with gravel
over the ground which would collect the rain water and oil.  Sloping and
maintenance required to avoid standing water.

Oil blocker is UV resistant.

Oil blocker allows water to pass through.

Oil blocker seals on contact with oil.

Oil blocker is manufactured with two nonwoven geotextiles with polymer
mechanically bound in the center- no shifting of the polymer during
handling and application.

Oil blocker installation is very simple- a 4 inch deep trench is dug- oil
blocker, which is 12 inches high is placed inside and back filled with
gravel.

Installation of oil blocker can be done in a few hours with no interruption
of service, no impact to the grounding grid and no major excavation.

Delivery - Typically from stock, however on large quantities call for lead
times.

Cost is $8.90 per linear foot at 12” wide. Other widths available.

SPCC preparedness
before the November 2011

legislation deadline


